struction 


Now Furnished with 
Master Built Homes 


Again Gordon-Van Tine leads with a new con- 


feature that marks the greatest im- 


provement in home building in years. 


This outstanding feature is the Complete Draf- 
tite Window Unit which is now included as part 
of the regular Specifications on Master Built 
Homes. The information given below, and at the 
right, fully explains why Draftite Units are so 
far superior to ordinary frames and windows. 


Complete DRAFTITE Window Units Include -- 


Draftite Frames: Do not have a _ single 
through which air can pass into your home. The use 
of Pullman Balances (described at right) eliminates 
the old drafty weight boxes. Narrow outside casings 
make far better looking frames. 


“Ready-Fit” Windows: Are ‘‘Ready-Fitted’” to 
Draftite frames in our factory—you save cost of fit- 
ting on the job. Windows slide between copper 
weatherstrip jambs set at a tension, so that they 
hug the sash. Thus, windows will always work easily, 
will never rattle, and will be absolutely draft-proof. 


joint 


Rot-Proofing Treatment: Frames 
are scientifically treated in a chemical solution to 
prevent rot! Adds years of life to frames and wind- 
ows and saves you money on repairs and _ replace- 
ment costs. 


and windows 


Rust-Proof Copper Weatherstrip: Furnished for 
complete window (see details at right). Note the 
wide copper weatherstrip jambs. Windows slide be- 
tween these jambs—wood to metal contact. Windows 
cannot stick, bind, rattle and are draft-proof. Spring 
Copper Weatherstrip will retain its resiliency in any 
climate for life of home. . 

Pullman Balances: 4 balances installed in frame. 
Tested in actual use for over 30 years. Lifetime 
automatic spring action and bronze rust-proof tapes. 
No sash cords to break, no weights to jam or drafty 


pulley boxes. Another saving in installation costs 
for you. 

Note: We can supply ‘“‘Ready-Fitted’’ Screens and 
Storm Sash. Fitted to frame at factory—no costly 
fitting on job. For price, just check Information 
Blank. 


Other Improvements to 
Master Built Specifications 


STEEL JOIST HANGERS 


Gordon - Van Tine Way 


We supply strong steel joist hangers 
for first and second floors where 2 dou- 
ble joists meet at right angles with no 
support beneath. See illustrations above. 
Just set hangers in place and spike them 


METAL ARCHES 


ZR NENTUAL 
AASPULLING AWAY 


Ordinary Way 


These illustrations clearly show the 
added strength and permanent, rigid sup- 
port that joist hangers give to your 
home, as against the old way of using 
spikes. Joist hangers give you a great 
structural advantage. 
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provided 
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are 
interior 


Lath Angles 
for all 
throughout Gordon- 
Tine Master’ Built 
Homes. The use of these 
Metal Lath Angles means 
that all inside plaster cor- 
ners are strongly reinforced 
against plaster cracking. 


Metal Arches 
plastered arches. 


are 


Metal Lath Angles are per- 
haps a small item in the 
construction of a home but 
it is the care paid to such 
small details that makes a 
perfect home. 


is absolutely true. 


15M—3-5-38 W 


They combine in one 
unit—plastering base, 
and corner bead. See illustration above. 


These Metal Plastering 
you money because they do away with 
the cost of building curved wood forms, 
corner bead cost, ete. 
of the cost of wooden forms. 
important of all—you get an arch that 


We furnish Stud-Ties to 
tie top plates together where 
soil stacks or vent stacks 
run through the upper plates. 
When we supply the heating 
plant, we also furnish Stud- 
Ties, as required, where 
warm air or cold air ducts 
go through top plates on 
bearing walls or outside 
walls. 


The illustration above 
shows the extra strength and 
rigid construction that Stud- 
‘Ties add to your home. 


supplied for all 


plaster ground 


Arches save 


Save about 50% 
But most 


FEATURES 
DRAFTITE 
WINDOW 


The detail above illustrates the following 
features: 
A. Shows position of the Pullman Balances, 


4 balances installed in each frame. Life 
time automatic spring action. No weights 
to jam, no binding, no drafty weight boxes. 
Bronze rust-proof tapes. No sash cord to 
break. 


Shows why frames are absolutely Draftite, 
Every joint made to stop entrance of air. 


Weatherstrip on top rail of upper sash. 


All Gordon-Van Tine windows have this 
famous Putty Lock which prevents putty 
from falling off. 


Details F, G and H above illustrate the 
following: 
F. Shows the wide Copper Weatherstrip 


This detail 
check 


jambs between which the sash slide. Wood 
to metal contact. Means easy, smooth 
action—windows cannot stick, rattle and 
are draft-proof. Adjustable. An outstand- 
ing feature. 


Illustrates Copper Weatherstrip for bottom 
rail of lower sash. 


Note the sub-apron—another draft-proof 
feature. Siding fits up into front part of 
this rabbit. The smaller groove is a water 
drip preventing water from running back 
under sill. Note sill offset which makes 
tight screen and storm sash joint. 


Lifetime Copper Weatherstrip 


illustrates the 


rail Weatherstrip. 


Spring Copper Weatherstrip 


supplied for 


complete win- 


dow will retain its resiliency 


in 
of 


any climate for the life 
your home. 
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